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DECLARATI ON FOR THE RECCRD OF DECI SI ON
OPERABLE UNI T #1: GROUNDWATER
Site Nane and Location

ABC One-Hour Cleaners Site
Jacksonville, Onslow County, North Carolina

Statenent of Basis and Purpose

Thi s deci si on docunent presents the selected renedial action for the ABC One-Hour d eaners Site,
Qperable Unit #1: Goundwater in Jacksonville, North Carolina. The renedy was chosen in
accordance with the Conprehensive Environmental Response, Conpensation, and Liability Act of
1980 (CERCLA), as anended by the Superfund Arendnents and Reauthorization Act of 1986 (SARA),
and to the extent practicable, the National G| and Hazardous Substances Pol |l uti on Conti ngency
Plan (NCP). This decision docunment explains the factual and | egal basis for selecting the
remedy for the Site.

Assessnent of the Site

Actual or threatened rel eases of hazardous substances fromthe Site, if not addressed by
i npl enenting the response action selected in this Record of Decision (ROD), may present an
i mm nent and substantial endangernent to public health, welfare, and/or the environnent.

Description of the Sel ected Renmedy

This renmedy addresses the groundwater contam nation at the Site. The nmjor conponents of the
sel ected renedy i ncl ude:

Cont am nat ed groundwat er above ARARs (Applicable or Relevant and Appropriate Requirenents) will
be extracted fromthe Surficial and the Castle Hayne aquifers using extraction wells;

The extracted groundwater will be treated by air stripping and an off-gas treatnent system(if
needed) ;

Surface water discharge of the treated groundwater will be to Northeast Creek via a National
Pol | utant Di scharge Eli m nation System (NPDES);

Periodic nonitoring will be conducted to assess the effectiveness of the renedy for a period up
to 30 years; and

Institutional controls will be placed on well construction and water use in the general area of
the Site.

Statutory Deterninations

The sel ected renedy is protective of human health and the environnment, conplies with Federal and
State requirenents that are legally applicable or relevant and appropriate to the renedi al
action and is cost-effective. This renedy utilizes pernmanent solutions and alternative
treatnent (or resource recovery) technology to the maxi mum extent practicable, and satisfies the
statutory preference for renedies that enploy treatnent that reduce the toxicity, nmobility,

and/ or volunme as a principal elenent.

Because this remedy may result in hazardous substances renaining on-site above ARARs for nore
than five years, a revieww ||l be conducted within five years after comencenent of the renedi al
action to ensure that the remedy continues to provi de adequate protecti on of human health and
the environnent. A 5-year review (or perfornmance evaluation) will be prepared at |east once
every five years until groundwater contam nant concentrations no | onger exceed ARARs.



RECORD OF DECI SI ON
DECI SI ON SUMVARY

1.0 SITE NAME, LQOCATION, AND DESCRI PTI ON
1.1 Site Location

ABC One-Hour Cleaners Site (also referred to as the ABC Site or the Site) is |located at 2127

Lej eune Boul evard, Onsl ow County, Jacksonville, North Carolina (Figure 1). Jacksonville, NCis
|l ocated on the coast about forty-five mles north of WImngton, NC. The dry cleaning facility
enconpasses an area of approxinmately 1 acre. ABC One-Hour C eaners consists of three buildings
joined to formone conplex and is | ocated on the southern portion of the property. A small
parking lot fronts Lejeune Boul evard with driveways on the east and west of the conplex. The
northern nost one-third of the Site is a grassy field. Across Lejeune Boulevard to the south are
woodl ands and the Tarawa Terrace Housi ng Devel opnent. The Tarawa Terrace conpl ex serves as
housi ng for non-comm ssioned officers of the Canp Lej eune Marine Corps Base (Base), and their
famlies.

1.2 Surface Features

The ABC Site is situated at an el evati on of about 30 feet above nean sea level (nsl). The
facility is located approximately 4,000 feet northwest of Northeast Oreek, which is situated at
an el evation of approximately 5 feet above nsl and is influenced by tidal changes. Elevations
decline gradually to the south and southeast, toward Northeast Creek. This creek flows

sout hwestwardly towards the New River, which drains into the Atlantic Ccean.

Surface runoff fromthe ABC Site flows overland into ditches and culverts that are directed
across H ghway 24 onto Base property and, along with runoff originating on the Base, into
Nor t heast Creek.

1.3 Subsurface Features

The ol dest geol ogic fornation penetrated by a water well in Onslow County is the Peedee. It is
not known to crop out but lies within 30 feet of the surface in sonme valleys northwest of

Ri chl ands town. Coastward, the Peedee is nore deeply buried, |ying under a wedge of Castle
Hayne |inestone that thickens toward the coast. The Castle Hayne is exposed in nmany pl aces

al ong the New Ri ver between Richlands and Jacksonville. Southwest Creek and Wiite Gak R ver are
the other streans whose channels lie in the |linestone in the northern part of the county. The
Yorktown formation overlies the Castle Hayne, but it has been eroded away in parts of the county
north of Jacksonville. This unit consists of |enses of sand, clay, narl, and |linmestone. Al ong
the coast, the Yorktown reaches a thickness of about 60 feet, but is thinner inland. The
Yorktown is exposed in several ravines near Silverdale and occurs within 60 feet of the surface
in several wells at the Base. A thin layer of sand and clay, chiefly sand, of Pleistocene Age
conceal s the older formation in the interstream areas

The sedi nents of the Coastal Plan physi ographi ¢ province consist of interbedded sands, clays,
cal careous cl ays, shell beds, sandstone, and |imestone. These sedinents are layered in nearly
hori zontal interfingering beds and | enses that gently dip and thicken to the east. In the Base
area, sedinents were deposited in nmarine or near-narine environnents, and are about 1,500 feet
t hi ck.

Information on the shall ow subsurface geol ogy specific to ABC Site was col |l ected during the soi
boring programand the Surficial and Castle Hayne aquifer nonitoring well installation prograns
of the Remedial Investigation (RI). Figure 2 shows the | ocation of geol ogical cross-sections
relative to the Site and Figure 3 presents the details of the cross-sections.

The soils at the Site area have been classified within the Onslow fine sandy soil association
Underlying the surface soils (approximately 5to 7-inches thick) is a 6- to 8-inch thick hardpan
layer. This hardpan is conposed of fine sand cenented with organic nmatter and iron, and may
locally inhibit the downward novenent of recharge

1.4 Hydrogeol ogy



A series of investigations were conducted as part of the Rl to characterize the hydrogeol ogy at
the Site and in the vicinity. These investigations included lithologic sanpling, water |eve
neasurenent in the nonitoring wells, and aquifer tests at two shallow and two deep nonitoring
wells. The two aquifers of concern in the vicinity of the ABC Site are the Surficial aquifer
and the Castle Hayne aquifer. The findings of these investigations are summarized in the
foll owi ng paragraphs.

The Surficial aquifer is conprised primarily of saturated quartz sand which extends to a depth
of approxi mately 70-feet Bel ow Gound Surface (BGS) across the study area. Overlying the
saturated sand is a zone of interbedded sands, silts, and clays extending fromground surface
downward to the top of the saturated sands at approxinmately 25-feet BGS. The | ower portion of
this interbedded zone is saturated. Froma conparison of the depth to first saturated soil (as
observed during the lithol ogic sanples collected during well installation) to the depth-to-water
bel ow ground surface (fromwater |evel data collected after well devel opnent, adjusted from
top-of -casing reference to ground surface reference), the static water levels in the wells are
typically higher than the first occurrence of saturated soil. This suggests that the

i nt erbedded zone acts to partially confine the Surficial aquifer.

The Castle Hayne aquifer underlies the Surficial aquifer at the Site. The Castle Hayne aquifer
at the Site area, is conprised prinmarily of saturated fossiliferous sands and gravels with
variable silt content. The uppernost portions of the aquifer (typically fromabout 70-feet BGS
to about 100- to 120-feet BGS) contain | ess than about 15%silt by volune. Below this depth,
the limted informati on available fromthe two well borehol es advanced bel ow 100-feet BGS (wel
borehol e C1 was advanced to 104-feet BGS and well borehole C4 was advanced to 200-feet BGS)
indicated that the formation was conprised of approxinately equal volunmes of saturated
fossiliferous silts and sands. At location Cl, the silt content increased to about 50% at a
depth of 104-feet BGS. At location C4, the silt content was at approxi mately 50% from about
140-feet BGS to about 200-feet BGS. (See Figure 2 for the locations of the wells and Figure 3
for the cross sections).

A highly cenented | ayer of fossiliferous sand was encountered at a depth of approxi nately
90-feet BGS. At three of the Castle Hayne well locations (C2, C3, and C5), drilling refusal was
encountered at this layer, and the wells were screened from 10 feet above the cenented | ayer to
total depth. At locations Cl and C4, the layer was penetrated and the screens were set bel ow
the layer. Al of the Castle Hayne wells were screened above the lower, siltier portion of the
Castl e Hayne except well C4. At well C4, the upper half of the 10foot |ong screen intercepted a
lens of fossiliferous silty sand (estinmated at about 5-feet thick).

No confining unit was observed separating the Surficial aquifer fromthe Castle Hayne aquifer
At all locations except C3, a 3-t0-10 foot thick silty sand (silt content estinated at
approxi mately 30% or |ess) was observed at the base of the Surficial aquifer

1.5 Goundwater Elevations

The groundwater elevation information presented is based on groundwater |evels neasured in
Surficial aquifer nmonitoring wells and Castle Hayne aquifer nmonitoring wells on April 22, 1992
June 2, 1992; and June 25, 1992. Figures 4, 5 and 6 represent the Surficial aquifer groundwater
el evation nmaps for each date and Figures 7, 8 and 9 represent the potentionetric surface naps
for the Castle Hayne aquifer

Exam nation to the Surficial aquifer groundwater elevation maps (Figures 4,5 and 6) reveals a
fairly consistent groundwater surface. The highest el evations are observed in the northwest
corner of the Site in well S1, with elevations gradually decreasing to the southeast, with wells
S10 and $4 exhibiting the lowest Surficial aquifer groundwater elevations at the Site. Fromthe
observed el evations, groundwater appears to be flowing fromthe northwest to the southeast

t owar ds Northeast O eek.

A review of the Castle Hayne aquifer groundwater elevation maps (Figures 7, 8 and 9) indicates
that, as with the Surficial aquifer, there is considerable

consi stency in the groundwater surfaces on the three test dates with groundwater flowing in the
sane general direction



The test data indicates that there is a downward vertical hydraulic gradi ent which varies across
the Site, and suggests that there is sone degradation in hydrol ogi ¢ communi cati on between the
Surficial and Castle Hayne aquifers which varies across the Site. No geologic structure was
identified that appeared capable of acting as an aquitard between the Surficial and Castle

Hayne aquifers. It is possible that sone of the variation in groundwater elevations is
attributable to the presence of a thin (estinated at approximately 0.5 feet) highly cenented
layer of fossiliferous sands observed within the Castle Hayne aquifer at a depth of

approxi nately 90-feet BGS.

1.6 Aquifer Paraneters

The followi ng aquifer paraneters are based on the aquifer (punp) tests conducted at the ABC Site
in June of 1992

Surficial aquifer: Effective Porosity = 0.15
Li near Groundwater Flow Velocity = 0.48 ft/day
Hydraul i ¢ Conductivity = 10.3 ft/day

Castl e Hayne aquifer: Effective Porosity = 0.10
Li near G oundwater Flow Velocity = 0.84 ft/day
Hydraul i ¢ Conductivity = 14 ft/day

The hydraulic gradients for the Surficial and Castle Hayne aquifers are 0.007 and 0. 006
respectively.

1.7 Denography and Land Use

The ABC Site is located in the Jacksonville city limts. The population within a 1-mle radius
of the Site is approximately 2,800 and includes approxi mately 726 houses. Properties in the
areas to the east and west of the ABC Site are presently used for general retail and comercia
busi ness purposes. To the north of the Site are residential areas, including Pinewood Downs, a
multi-famly residential development. Land |ocated to the south serves as housing for
nonconmi ssi oned of ficers and al so contai ns woodl ands.

2.0 SITE H STORY AND ENFORCEMENT ACTI VI TI ES
2.1 Facility Qperations and History

ABC One-Hour C eaners, Inc., is a North Carolina corporation registered with the Secretary of
State as of March 4, 1958. Martha Melts and MIton Melts purchased the property on which the
ABC One-Hour Cleaners facility is located on Septenber 16, 1964. Prior to purchasing, the
Melts' |eased the property fromCarolina Eastern Realty Conpany, Inc. (lease entered into on

May 2, 1955). According to the | ease docunent, the building was previously used as a nodel / hobby
shop. Currently, M. Mlts serves as the President of ABC One-Hour Ceaners; Victor Melts is the
Vice President, Secretary, and Treasurer. Victor Melts and MIton Melts are the sole directors
and sharehol ders of ABC One-Hour O eaners.

Typical of the dry cleaning industry, ABC One-Hour O eaners utilizes tetrachl oroethene (PCE) as
a dry cleaning solvent. The solvent was stored in a 250-gal | on above-ground storage tank

|l ocated al ong the west side of the building. Used PCE was reclained through a filtration-
distillation process contained within the nmain building. Follow ng conpletion of the

distillation process, the still bottons, consisting of powder residues, were placed in the dirt
driveway west of the building as a "pothole" filler. It is estinated that approxinmately 1 ton
of still bottons was placed on the driveway over a 30-year operating period. Since 1985, ABC

One- Hour O eaners has used the services of Safety-Kl een, Inc. to recover and recycle its dry
cleaning fluid

According to the Resource Conservation and Recovery Act (RCRA), still bottons are considered to
be a hazardous waste (RCRA Waste No. F002). ABC One-Hour Cleaners is classified as a small
quantity generator under RCRA (No. NCD981751126), and generates |ess than 1,000 kil ograns per
mont h of azardous waste

A septic tank soil absorption systemis located in the rear of the building conplex. The septic



system consi sts of an underground concrete tank with a concrete Iid and a pi pe of unknown | ength
that discharges into the subsurface soil. The septic systemis located within 4 feet of the PCE
storage tank. The age of the septic systemreportedly dates back to the original construction
of the building (1940's). ABC One-Hour C eaners began occupying the building in 1955. |In the
1960's, ABC One-Hour Cleaners installed a floor drain to the septic tank and tied its wastewater
di scharge, except for its lavatories, into the Weyerhaeuser Properties' water and sewer system
The lavatories remained tied into the septic systemuntil approxi mately 1985, at which tine they
were also tied into the Weyer haeuser Properties' system

In July 1984, as part of a routine water quality evaluation, the Departnent of the Navy

col | ected groundwat er sanples from40 of the 100 comunity water supply wells |located on the
Base. The Navy determ ned that dichloroethene (DCE), trichloroethene (TCE), and PCE were
present in 10 of the wells sanpled. O the 10 wells in which groundwater contam nation was
noted, 8 of the wells had been directly inpacted by sources | ocated on the Base. The renaining
two wells were located within the Tarawa Terrace well field (TT-23 and TT-26; see Figure 10) in
the vicinity of two off-base commercial dry cleaning operations, ABC One-Hour O eaners, Inc.,
and d am O Rana, Inc.

In February 1985, the two affected wells plus a third comunity well (TT-25) were di sconnected
fromthe Base's drinking water supply system |In June 1985, an energency water line fromthe
Base' s Hol conb Boul evard systemwas installed to provide the Tarawa Terrace devel opnent with
drinking water.

During the sane tine period, the WImngton Regional Ofice (WRO of the D vision of

Envi ronnental Managenent, North Carolina Departnent of Natural Resources and Community

Devel opnent (NCDNRCD), now called North Carolina Departnent of Environnment, Health and Natural
Resources (NCDEHNR), was notified by the United States Marine Corps, that two deep water wells
in the Tarawa Terrace housing area at the Base were contam nated by what appeared to be off-site
sources. From April through Septenber 1985, WRO staff conducted a groundwater pollution study
to define the source of PCE in wells within the Tarawa Terrace well field. The study concl uded
that the nost likely source of groundwater contam nation was determ ned to be ABC One- Hour

d eaners, Inc.

On January 24, 1986, WRO notified M. MIlton Melts, president of ABC One-Hour O eaners, Inc.,
that he was in violation of the following North Carolina General Statutes:

1) GS. 143-215.1(a)(5) for changing the nature of waste discharged through a disposal system
by di sposing of dry cleaning solvents in the septic tank system

2) GS. 143-215.1(a)(6) for discharging dry cleaning solvents in the septic tank nitrification
field resulting in the violation of standards for underground waters.

Subsequent to the receipt of the Notice of Violation issued by NCONRCD, ABC One- Hour C eaners
contracted the services of Law Engi neering and Testing, Inc., to conduct prelimnary
investigations of the septic tank soil absorption systemand surrounding soils. The results of
two prelimnary investigations conducted on April 8, 1986 and Septenber 10-11, 1986, confirmed
the presence of PCE and its derivatives in soils imediately surrounding the septic tank and

adj acent to an existing floor drain. Thus, ABC One-Hour O eaners was confirmed as the source of
groundwat er contam nati on.

On Cctober 30, 1986, ABC One-Hour O eaners submitted a proposal for a renedial action plan
involving partial renoval and/or treatnment of contam nated soils. The plan, according to
NCDNRCD, failed to address probl ens associated with the groundwater contam nant plunme enanating
from beneath the ABC OneHour O eaners facility. The NCDNRCD rejected the proposed plan and
proceeded with application of the Hazard Ranking System (HRS) and nomi nation of the Site for
inclusion on the Superfund National Priorities List (NPL) of uncontrolled hazardous waste sites.

2.2 Enforcenent Activities

Based upon observed rel eases of PCE and exi sting groundwater contam nation, as well as other
factors considered in the application of the HRS, the ABC One-Hour deaners Site was scored at
29.11. Sites with scores of 28.5 or greater are listed on the NPL. Accordingly, the Site was
proposed for NPL listing in June 1988, and placed on the final list in March 1989.



On Septenber 29, 1988, EPA sent a special notice letter to the current | andowner and president
of ABC One-Hour deaners Inc., Mlton Melts, notifying himof his potential responsibility for
the rel ease of hazardous substances at the ABC One-Hour Ceaners Site in Jacksonville, North
Carolina and requesting himto conduct a Renedial Investigation and Feasibility Study (R /FS)
for the Site.

Since the PRPs were unable to conduct the RI/FS, EPA hired Roy F. Weston, Inc. to conduct the
RI/FS. Follow ng Wirk Plan approval on June 28, 1990, the Rl field activities began and were
conpleted in June of 1992. The R and FS reports were conpleted in Novenber 1992. This Record
of Decision (ROD) addresses Operable Unit #1: Goundwater contamination at the ABC Site
Further field work will be done to define the extent of contanmination in the soils. After this
is conpleted, a ROD will be witten for that Operable Unit.

3.0 COWUNI TY PARTI Cl PATI ON HI GHLI GHTS

In accordance with the public participation requirenments of Conprehensive Environnenta

Response, Conpensation, and Liability Act (CERCLA), Section 117 and the requirenents of the

Nati onal G| and Hazardous Substances Pollution Contingency Plan (NCP), a conprehensive
community rel ations programwas devel oped and i npl enented throughout the remedi al process at the
ABC Site.

Community interviews were conducted in early 1990 to find out the concerns of the comunity and
to explain the Renedial Investigation process to the citizens. Their concerns are outlined in
the Community Relations Plan. This plan was finalized on Septenber 10, 1990 and al so contains
contacts and interested parties throughout the governnent and the |local community. The Pl an
identifies comunication pathways to assure tinely dissem nation of pertinent information

On August 16, 1990, an Qpen House was held at Gty Hall in Jacksonville, North Carolina as a

ki ck-of f meeting for the RI/FS. This Open House was held to allow the public the opportunity to
conme and voi ce their concerns and questions regarding the ABC Site and the upcom ng Renedi a

I nvesti gati on.

A RI/FS kick-off fact sheet was distributed in April of 1991 before field activities began at
the ABC Site. This fact sheet outlined what to expect during the RI/FS. Follow ng the
conpletion of the R, a RI/FS Findings Fact Sheet was prepared and rel eased to the public in
Sept enber of 1992. This fact sheet presented the results of the RI.

The Proposed Plan fact sheet was mailed to the information repository and to the individuals at
the Site mailing list on Cctober 30, 1992. The RI/FS reports were released to the public on
Novenber 6, 1992. These docunents were nmade available to the public in both the Admnistrative
Record and the information repository nai ntained at the Onsl ow County Public Library and the EPA
Regi on IV Records Center. The notice of the availability of these docunents and notification of
the Proposed Plan Public Meeting was announced in The Jacksonville Daily News and The WI m ngton
Morning Star on Novenber 6, 1992. The Proposed Plan Fact Sheet was numiled on Cctober 30, 1992
and the Proposed Plan Public Meeting was held on Novenber 19, 1992 at the Onsl ow County Public
Library. At this neeting, representatives from EPA and NCDEHNR presented EPA's preferred
alternative for cleanup of the Site and answered any questions the public had regarding the
preferred alternative, other alternatives considered in the FS, or any other concerns the public
had related to the cleanup of this Site

Various press rel eases were issued throughout the different stages of this project. These press
rel eases announced neetings and announced the preferred alternative for cleanup at the Site.

The public comment period was held from Novenber 6, 1992 through Decenber 7, 1992. A response
to the comrents received during this coment period, including those raised during the Proposed
Pl an public nmeeting, are addressed in the Responsiveness Summary, which is part of this Record
of Decision. The Responsiveness Summary al so incorporates a transcript of the Proposed Pl an
public neeting

4.0 SCOPE AND RCOLE OF RESPONSE ACTI ON

The selected renedy for the Site is intended to address the threats to human health and the
environnent. This renedial action will renove the threat posed by contani nated groundwater at



the Site. Renediating groundwater will prevent ingestion or inhalation of contam nated
groundwat er at or above the Maxi mum Contam nant Levels (MCLs) and North Carolina G oundwater
Quality Standards (NCOGMX) and will restore groundwater to contam nant |evels bel ow MCLs and
NCGAXESs. This ROD is addressing Qperable Unit #1: G oundwater. Another ROD for Qperable Unit
#2 will be witten in the future after the nature and extent of soil contam nation has been
defi ned.

5.0 SUWARY OF SI TE CHARACTERI STI CS
5.1 Nature and Extent of Contam nation

During the field investigation program sanples for chenical analysis were collected from soi
and groundwat er nedia and fromliquid and sl udge phases fromthe septic tank | ocated underneath
the ABC One-Hour Cleaners facility. Results of the analysis conducted as part of the R
confirned the presence of PCE in groundwater in the Surficial and Castle Hayne aquifers and the
septic tank wastes. Qher contam nants observed wi thin the groundwater include constituents
whi ch may have been present in commercial grades of PCE and/or are breakdown conponents of PCE
(trichl oroethene, dichloroethene, and vinyl chloride).

5.1.1 Soils

Al though soils data is not within the scope of this operable unit, it is useful to nmention, that
Vol atil e Organi ¢ Conpounds (VOCs) were observed in several unsaturated soil sanples collected
around the ABC Site, supporting the hypothesis that the septic tank acts as a source of VCCs.
These VOCs in the septic tank travel ed through the unsaturated soil to reach the groundwater,
and therefore, it is expected that VOCs would be present in the unsaturated soils under and near
the ABC Site. The soil contamination will be investigated further as Cperable Unit #2 and at
that time a ROD will be witten addressing the contamnation in the soils.

Source area investigation in the Rl was focused on two nedia: |iquid and sludge phase nmateria
fromthe septic tank at the ABC Site. Two sanples were collected fromthe septic tank. The
first sanple, was collected fromthe liquid material present in the upper part of the septic
tank and the second sanple was collected fromthe sludge nmaterial at the bottomof the tank
Concentrations of detected VOCs in the sludge sanpl e exhibited significantly higher
concentrations than observed in the liquid sanple, with concentration increases varying from
about a factor of two for vinyl chloride, to a factor of 30 for PCE. Based on the results of
these field investigations, the ABC Site, specifically the fornmer septic tank system is the
primary source for VOCs at the Site.

Q her source areas at the Site may have existed (e.g., historical reports indicate that stil
bottons from ABC Site were used to fill potholes in the driveway al ong the west-side of ABC
Site), but this source is believed to be of secondary concern because concentrations found in
the septic tank were nuch higher. Qher organi ¢ conpounds such as pesticides (DDE, DDD),

Pht hal at es, phenols, and Pol ycyclic Aromati ¢ Hydrocarbons (PAHs) were detected within the septic
sl udge but not in the groundwater at the Site

5.1.2 G oundwat er

The groundwater investigation at the Site began with using Direct Push Technol ogy (DPT). The
DPT investigation took three weeks to conplete in which approxi mately 100 groundwat er sanpl es
were anal yzed at varying depths. This initial investigation served as an aid to better define
areas where nmonitoring wells should be installed

After the DPT investigation, both shallow and deep nonitoring well |ocations were identified.
Ten Surficial nonitoring wells and five deep nonitoring wells were installed in |ocati ons shown
in Figure 11. Goundwater sanples were collected fromseven existing wells (Figure 12), the ten
Surficial nmonitoring wells, and the five deep Castle Hayne nonitoring wells. The results of
this sanpling event are described bel ow.

Base and Residential Supply Wll Sanpling

Supply wells sanpling (Figure 12) suggest that the concentrations of chlorinated VOCs, prinmarily
PCE and TCE, are highest i medi ately down-gradient of the ABC Site and decrease in the



down- gradi ent direction (southeast) away fromthe ABC Site. Non-chlorinated VOCs detected in
well TT-54 do not appear to be related to the ABC Site. Table 1 presents a summary of VOC
anal ytical results for these wells.

Surficial Aquifer Mnitoring Wlls

The VOCs detected in the Surficial aquifer nonitoring wells above the drinking water standards
were PCE, TCE, 1,2-DCE and vinyl chloride. A summary of the VOCs detected is presented in Table
2. The MCLs and North Carolina Goundwater Quality Standards (NCOGANX) are also listed in the
table for conparison. Surficial aquifer wells S2 and S3 were found to have significantly

el evated VOCs concentrations. No pesticides or polychlorinated bi phenols (PCBs)were detected in
any of the Surficial aquifer nonitoring wells. Metals detected were bel ow the drinking water
standards or the concentrations detected are considered representati ve of the area.

Castl e Hayne Aquifer Monitoring Wlls

Seven VOCs were detected at one or nore of the Castle Hayne aquifer nonitoring wells. Acetone
was only detected in well C5. The detection of acetone at the concentration reported in well C5
resulted in an elevation of detection limts (from210 ug/l to 100 ug/l). The presence of
acetone is considered anonal ous (laboratory artifact). Table 3 presents a summary of the
results of VOCs detected in the Castle Hayne aquifer. The highest chlorinated VOC concentration
was observed at well C3. No VOCs were detected in the upgradient well Cl and down-gradi ent well
C4. The estimated PCE results (< 100 ug/l) for well C5 nmay be the result of the past punping

of the Tarawa Terrace water supply wells or nay be related to the anomal ous acetone result and
the associ ated higher detection limts. No SVOCs, pesticides, or PCBs were detected in any of
the Castle Hayne nonitoring wells. The distribution of netals at the Site suggests that the ABC
Site is not contributing netal contam nants to the groundwater. Concentrations of netals in the
background wel| are generally conparable to, or higher than, netals detected in other wells

| ocat ed downgradient of the Site

Benzene was al so detected above the drinking water standards in C5, but the source does not
appear to be the ABC Site. EPA has notified Canp Lejeune Marine Corp Base of the presence of
benzene in well C5. Accordingly, the Base will take appropriate action to determ ne the source
of benzene.

5.2 Contam nant Fate and Transport

The septic systemwas determned to be the prinmary source of the chlorinated hydrocarbons at the
Site. Constituents of the septic systementered the drain field and percol ated downward t hrough
the unsaturated zone to the water table. The contami nants then were transported by advection and
di spersion through the aquifer system Chemi cal processes that nay have affected the

di stribution of chlorinated hydrocarbons include volatilization, sorption, biodegradation and

br eakdown by dehal ogeni zati on

The dehal ogenati on process woul d have degradated the PCE into TCE, 1,2-DCE, and vinyl chloride
The process of volatilization is limted due to the concrete floor at the ABC Site facility
buil ding and the asphalt covered areas that overlay the soils. The bi odegradati on process nmay
be enhanced, however, by the presence of sewage m xed with the PCE

H storical punping data of the Base TT wells indicate that punpage of these wells created a cone
of depression causing the hydraulic gradient to increase in the southeast direction. The
increased gradient |likely enhanced the mgration of PCE away fromthe ABC Site. A so the TT

wel I's probably acted as recovery wells which captured the contam nants present in the aquifer
systens. Wien the punping of these wells was discontinued, renoval of the VOCs fromthe aquifer
system al so ceased.

The stoppage of punping fromthe TT wells had a dual effect. Once the natural (non-punping)
hydraul i c gradi ent was restored, the contam nant travel tines to the TT well |ocations woul d
have decreased; however, the renoval of VOCs woul d have di scontinued, and the plunme could

m grate beyond the TT wells to | ocations further downgradient of the source area. Wuen the TT
wel l's were stopped, the groundwater flow resuned its natural gradient which is nore to the east
and therefore, the plume has traveled in that direction predom nantly.



It should be noted that during the investigation for Qperable Unit #2, a well will be placed
downgr adi ent of TT-23 (Figure 12) to verify that contam nation has not nmigrated in the southerly
direction after punping

ceased

6.0 SUWARY CF SI TE R SKS

A Baseline Ri sk Assessnment (RA) has been conducted for the ABC One Hour Cleaners Site and the
results are presented in Section 7 of the Rl report. The purpose of the RAis to evaluate the
potential adverse hunan health effects due to the presence of chemcals in the groundwater
resulting frompast or present activities at the ABC Site. The RAis also intended to provide
information that can be used to determne the need for renedial action and, if necessary, to
sel ect renedial alternatives

6.1 Contam nants of Concern

Based on the groundwater data available at the ABC Site and the origins of the contam nants
detected in the groundwater, the contam nants of concern at the Site are: Tetrachl oroethene
(PCE), Trichloroethene (TCE), Total 1,2-dichloroethene (1,2-DCE) and vinyl chloride. By
exam ni ng the contam nant concentrations in the Surficial and Castle Hayne aquifers, it is
apparent that the larger surface area of contamnation is defined by the Surficial aquifer PCE
plume. PCE is also the contam nant with the highest detected concentration in the groundwater
Therefore, the Surficial aquifer PCE contam nant plune will be used to define the outer boundary
of the plunme of the contaminants of concern

Tables 4 and 5 show the groundwater exposure concentrations that were used in the risk
assessnent for each chemical in each aquifer. Many of the chenicals listed in these tables will
not be addressed further in the ROD because they do not pose unacceptable risks and/or the
concentrations detected are bel ow the renedi ation goal s.

Al t hough arsenic, acetone, and benzene have been identified as some of the contam nants which
pose risk according to the R sk Assessnent study, these chemicals will not be addressed in the
ROD for the following reasons: Arsenic was found in one sanple below MCLs and NCOGAXS and is
considered to be a background concentration, not a Site contaminant. Acetone was also found in
one sanple and is considered to be a |aboratory artifact and is not related to the Site

contami nants. Benzene was found in one sanple above MCLs and NCGAQS, since this is not a Site
contami nant and the well is |ocated on Canp Lejeune Marine Corps Base, the Base has been
notified and will be pursuing the source of the benzene

Since acetone and benzene are both VOCs, if present in the groundwater, these conpounds woul d be
treated along with the other VOCs known to be present in the groundwater and originating from
the Site.

6.2 Exposure Assessment

The objective of the exposure assessnent is to estinmate the degree to which potential receptors
may be exposed to contam nants of concern that are present at, or are mgrating from the Site
One overall exposure condition was evaluated. This condition is future |and use which eval uates
potential risks that may be associated with any probable change in the Site use assunm ng no
remedi al action occurs. Current |and use condition was not eval uated because at the present
tine the potential for exposure to groundwater has been elimnated by the renoval from service
of the contam nated wells (TT-wells). The affected community (Tarawa Terrace) was placed on the
Hol conb Boul evard wat er supply.

Avai | abl e hydrogeol ogi c informati on shows that the Surficial aquifer is classified as Jass I|I-B
aqui fer and the Castle Hayne aquifer is classified as dass |I-A aquifer, resource which should

be maintai ned at drinking water quality. As stated above, the Surficial aquifer is not currently
used for drinking water. The Castle Hayne aquifer is the principal source of drinking water for
the Base, as well as for Onsl ow County.

There are currently no surface water bodies |ocated on the ABC Site property and no current
evi dence of inpact on off-site surface water bodies due to past or present Site activities.
Exposure to contami nated soils was not evaluated in this Baseline R sk Assessnent because it



wi Il be considered Operable Unit #2.

The properties to the east and west of ABC Site are presently used for general retail and
commer ci al busi ness purposes. To the north of the Site are residential areas and the | and
located to the south serves as housing for nonconm ssioned officers and al so contai ns woodl ands;
therefore the Site will be available for unrestricted use in the future and al so the current
residential areas would remain residential in the foreseeable future.

A future resident scenario was evaluated in which it was assumed that a home woul d be | ocated
such that a private supply well would draw water fromeither the Surficial or the Castle Hayne
aqui fer within the plunme currently associated with groundwater contam nation fromthe ABC Site

The future resident was assuned to be on-site on a daily basis, year round for 350 days/year of
exposure to groundwater. Two age groups were evaluated, a child age 1 to 6 years old and an
adult. The exposure duration for all the exposure routes was assune to be 30 years and the
residential duration was divided into a six year duration for young children ages 1 to 6 and a
24 year duration for adults. The nathenmatical nodels and the assunptions that were used to
calculate the intakes (i.e., doses) of the chem cals of concern for each receptor through the
appl i cabl e exposure route are presented in Table 6 through Table 8.

The potential exposure routes that were considered for groundwater were:

Drinking water ingestion - Ingestion of tap-water and/or beverages nade fromtap-water froma
donesti c source

I nhal ati on of chemicals volatilized fromgroundwater - Incidental inhalation of volatile organic
chem cals (VOCs) during daily showering or bathing.

Dernmal contact - Normal dermal contact with groundwater during daily showering or bathing
6.3 Toxicity Assessment

In evaluating potential health risks, both carcinogenic and noncarci nogenic effects nust be
consi dered. Excessive exposure to any pollutant can potentially produce non-carci nogenic
effects, while the potential for carcinogenic effects is limted to exposure to certain
substances. The purpose of the toxicity assessment is to identify and sel ect route-specific
noncar ci nogeni ¢ (reference dose) and carcinogenic toxicity values (cancer slope factor) for the
appropriate contam nants of concern

6.3.1 Carcinogens

Sl ope factors (SFs) have been devel oped by EPA for estinating excess lifetine cancer risks
associ ated with exposure to potentially carcinogenic contam nants of concern. SFs, which are
expressed in units of (ng/kg-day)[-1], are multiplied by the estinmated intake of a potentia
carci nogen in ng/kg-day to provide an upper bound estinmate of the excess lifetine cancer risk
associated with the exposure at the intake level. The term "upper bound" reflects the
conservative estimate of the risk calculated fromthe SFs. Use of these approaches nakes
underestimati on of the actual cancer risk highly unlikely. SFs are derived fromthe results of
human epi dem ol ogi cal studies of chronic animal bioassays to which ani nal -to-hunman extrapol ation
and uncertainty factors have been applied (e.g., to account for the use of animal data to
predict effects on hunans).

The EPA wei ght - of - evi dence cl assifications systemfor carcinogenicity is presented in Table 9
6. 3.2 Noncarci nogens

Ref erence doses (RfDs) have been devel oped by EPA for indicating the potential for adverse
health effects fromexposure to contam nants of concern exhibiting noncarci nogenic effects.

Rf Ds, which are expressed in units of ng/kg-day, are estinates of lifetime daily exposure |evels
for humans, including sensitive individuals. Estimted intakes of contam nants of concern from
environnental nedia (e.g., the amount of a contam nant of concern ingested from contam nated
drinking water) can be conpared to the RfDs. RfDs are derived from hunan epi dem ol ogi cal
studi es or aninal studies to which uncertainty factors have been applied (e.g., to account for



the use of aninal data to predict effects on humans). The RfDs used in this evaluation and the
reference used for each contaminant are listed in Table 10.

6.4 Risk Characterization

Human health risks are discussed i ndependently for potential carcinogenic and non-carci nogenic
effects for contam nants because of the different toxicological endpoints, relevant exposure
duration, and nethods enployed in characterizing risk. Excessive exposure to all contam nants
can potentially produce non-carcinogenic health effects while the potential for carcinogenic
effects is limted to exposure of those contam nants categorized as carci nogens.

At the present tinme, potential exposure to groundwater has been elinmnated, only the potentia
for future exposure was eval uated. Therefore carcinogenic and noncarci nogenic risks were
eval uated only for future residents.

Potential risks were addressed for groundwater based on the upper 95% confidence limt (UCL) of
the nean and using a Reasonabl e Maxi num Exposure (RVE) dose.

6.4.1 Carcinogenic R sks

For carcinogens, risks are estimated as the increnental probability of an individual devel oping
cancer over a lifetinme as a result of exposure to the carcinogen. Excess life-tinme cancer risk
is calculated fromthe foll owi ng equation

Risk = CD x SF

wher e

risk = aunit less probability (e.g., 2x10[-5]) of an individual devel opi ng cancer
CDI = chronic daily intake averaged over 70 years (ng/kg-day); and

SF = slope factor, expressed as (ng/kg-day)][-1]

These risks are probabilities that are generally expressed in scientific notation. An excess
lifetine cancer risk of 1x10[-6] indicates that, as a reasonabl e maxi mumesti nate, an individua
has a 1 in 1,000,000 chance of devel oping cancer as a result of Site-related exposure to a
carci nogen over a 70-year lifetinme under the specific exposure conditions at the Site

The conbi ned exposure of a child and an adult was considered to cal cul ate the carcinogenic risk
for the future resident using groundwater fromthe Surficial aquifer and the Castle Hayne

aqui fer. Carcinogenic risks were calculated for each chem cal through each exposure route using
lifetine Reasonabl e Maxi num Exposure doses (RVE). For the Surficial aquifer, the total RMVE
carcinogenic risk was 9.47x10[-3]. The majority (86.4% of the total risk in the Surficial

aqui fer was due to the ingestion of groundwater, with a 7.7%of the risk contributed by

i nhal ati on while showering and 5.9% contri buted by dernal contact while showering. The

chem cals which contributed to the total RME carcinogenic risk are listed in Table 11

For the Castle Hayne aquifer, the total RME carcinogenic risk was 4.12x10[-4]. As in the
Surficial Aquifer, the majority of the total risk in the Castle Hayne aquifer (92.9% was due to
the ingestion of groundwater, with 3.1%of the risk contributed by inhalation while showering
and 4.0%contri buted by dermal contact while showering. The chemicals which contributed to the
total RME carcinogenic risks in the Castle aquifer are listed in Table 12

In summary, the route of exposure contributing the majority of carcinogenic risk was ingestion
of groundwater. The carcinogenic risk for the Castle Hayne aquifer was one order of nagnitude
(23 fold) lower than the respective cancer risks for the Surficial aquifer

6.4.2 Noncarcinogeni ¢ Ri sks
The potential for noncarcinogenic effects is evaluated by conparing an exposure |evel over a

specific tine period (e.g., life-time) with a reference dose derived for a simlar exposure
period. The ratio of exposure to toxicity is called a hazard quotient (HQ. By adding the HG



for all contam nants of concern that affect the same target organ (e.g., liver) within a medi um
or across all nedia to which a given popul ation nmay reasonably be exposed, the Hazard I ndex (H)
can be generated.

The HQ is calcul ated as fol |l ows:

Non- cancer HQ = CDI/ RFD

wher e

Dl

Chronic Daily Intake
Rf D = Reference dose; and

CDl and RfD are expressed in the sane units and represent the sane exposure period (i.e.,
chronic, sub-chronic, or short-tern

To eval uate the noncarcinogenic health effects for the adult resident using groundwater fromthe
Surficial aquifer, RVE hazard quotients and indices for each chem cal were calculated. The
currul ati ve hazard index using the RVE is 49.6, and the chem cals of concern which exceed a
hazard quotient of 1.0 are presented in Table 13. The results show a potential for adverse
noncar ci nogeni ¢ health effects to occur in a future adult resident.

For a child using groundwater fromthe Surficial aquifer, the cumul ative hazard index is 115.
This index was cal cul ated using the upper 95% confidence linmt concentrations and the RVE. The
chem cal s of concern which exceed a hazard quotient of 1.0 using the upper 95% confidence limt
are listed in Table 14. The results show a potential for adverse noncarcinogenic health effects
to occur to a future child resident.

The najority of the hazard index for an adult and for a child, based on upper 95% confi dence
limts concentrations, is due to groundwater ingestion, followed by inhalation and dernal
contact while showering

The cumul ati ve RVE hazard index for the adult resident using groundwater fromthe Castle Hayne
aquifer is 3.5. The mpjority (67% of the hazard index is due to groundwater ingestion, 30%is
due to dernal absorption while showering, and 2. 7%is due to inhalation while showering

For a child resident, the cunul ative RVE hazard index using groundwater fromthe Castle Hayne is
8.11. The mgjority (67.5% of the hazard index is due to groundwater ingestion, 30.3%is due to
dermal contact while showering, and 2.7%is due to inhalation while showering

In summary, the route of exposure which contributed the najority of the noncarcinogenic risk was
ingestion of groundwater. As with carcinogenic risk, the noncarcinogenic risk for the Castle
Hayne aqui fer was an order of nmagnitude | ower than non-cancer risk for the Surficial aquifer

6.5 Ecol ogi cal Considerations

The U. S. Departnent of the Interior, Fish and Wldlife Service lists three threatened species in
Onsl ow County. These include the Anerican alligator, the green sea turtle, and the | oggerhead
sea turtle. In addition, it lists six endangered species in Onslow County. These include the
red- cockade woodpecker, the rough-I|eaved | ocosestrife, Cool ey's neadow us, the Eastern cougar

the | eatherback sea turtle, and the Kenp's Ridley sea turtle.

The Initial Assessment Study of Marine Corps Base, Canp Lejeune, North Carolina, April 1983,
lists additional threatened species at the Base, which is south of the dry cleaning facility.
These include the Venus Flytrap, and Yel |l ow, Sweet, Hooded, and Flytrap Pitcher Plants. The
study also lists the Brown Pelican as an endangered speci es.

There are no habitat areas of high quality in the imediate vicinity of the Site
The Site includes several conmercial and residential buildings, paved roads and paved parKking

areas, and areas of nowed grassy fields and snmall stands of pine trees. This configuration
inhibits the fornation of habitat areas, as it is conpletely devel oped. Gven the nature of the



ABC One-Hour Cleaners Site, it is unlikely that the Site would attract any of the threatened or
endanger ed speci es descri bed above.

Addi tional information regarding known critical habitats and speci es of special concern were
accunul ated through a review of the National Heritage Program database. Results of this

dat abase review failed to identify any critical habitats within a 3-mle radius of the Site.
The only species of special concern identified within 3 mles of the Site was the Anerican
alligator, which were spotted in 1987 in Scales Creek, approxinately 2-mles southwest of the
Site. Gven that the ecological setting of ABC Site is primarily an urban/residentia
community, that little suitable wildlife habits have been identified in the area, and that the
maj or contam nant pathway of concern (groundwater mgration) does not appear to have inpacted
any wetland comunities, it is doubtful that contami nation fromthis Site would pose a potentia
for adverse effects to the ecological environnment. Based on these observati ons and assunptions
an ecol ogical risk assessnent for Qperable Unit #1 was not conducted. The Ecol ogical R sk
Assessnent for the ABC Site will be included in the Operable Unit #2.

6.6 Risk Uncertainty

There is a generally recogni zed uncertainty in human risk val ues devel oped from experi nmenta
data. This is primarily due to the uncertainty of data extrapolation in the areas of (1) high
to | ow dose exposure, (2) nodeling of dose response effects observed, (3) route to route
extrapol ation, and (4) aninmal data to human experience. The Site-specific uncertainty is nmainly
due to the degree of accuracy of the exposure assunptions.

In the presence of such uncertainty, the EPA and the risk assessor have the obligation to nake
conservative assunpti ons such that the chance is very snmall for the actual health risk to be
greater than that determ ned through the risk process. On the other hand, the process is not to
yield absurdly conservative risk values that have no basis in reality. That bal ance was kept in
mnd in the devel opnment of exposure assunptions and pathways and in the interpretation of data
and gui dance for this baseline risk assessnent.

7.0 DESCR PTI ON OF REMEDI AL ALTERNATI VES

The following remedial alternatives were selected for eval uation
[*] Alternative 1: No-Action

[*] Alternative 2: Institutional Controls

[*] Alternative 3: Goundwater Recovery By Extraction Wlls
and Treatnent By Air Stripping

[*] Alternative 4: G oundwater Recovery By Downgradi ent
Interception Wells and Treatnent By Air
Stri ppi ng

Common Features of the Alternatives

Castl e Hayne Aquifer

The vertical extent of contam nation has not been thoroughly defined. Several nmore wells will be
installed and sanpled in the Castle Hayne aquifer during the investigation of the soi
contamination in Operable Unit #2 to better define the contam nation at this depth. The results
of this investigation will be used in the design of the extraction systens described in
alternative 3 and 4

Institutional Controls

Al alternatives, except No Action, include institutional controls such as deed restrictions,

l ocal ordinances or record notices applied as appropriate for |ong-term nanagenent and

prevention of exposure to contam nants

Treated G oundwat er D scharge



Alternatives 3 and 4 generate treated groundwater which nust be di scharged. The discharge wll
be released to Northeast Creek via a National Pollutant Discharge Elimnation System ( NPDES)
permt.

Site Monitoring

Wil e wastes renain at the ABC Site, CERCLA requires that nonitoring data collected fromthe
Site be evaluated every five years. This evaluation would include spatial and tenporal analysis
of existing data to determ ne increasing, decreasing, or stationary trends in contam nant
concentrations. The result of this evaluation woul d be used to reassess the need to maintain,
increase or decrease the nunber and types of sanples and analysis required for nmonitoring, and
the need to change the renedi al response at the Site.

Exi sting Controls

Back to 1985, Tarawa Terrace community was connected to an enmergency water supply line and

di sconnected fromthe contam nated wells TT-25 and TT-26. The energency water supply |ine was
built fromthe Hol conb Boul evard water supply. This arrangenent is active to date, and according
to the Base authorities, the Hol conb Boul evard treatnent plant nmeets the full water supply
demand of the community. At a mininumthe Tarawa Terrace comunity will remain on this water
supply systemuntil renediation of the aquifers are conplete.

G oundwat er Model i ng
The groundwat er nodel FLOAPATH was used to devel op conceptual design scenarios for groundwater
extraction. The followi ng paraneters were used as site-specific input paraneters in the

groundwat er nodel for alternatives 3 and 4:

Number of extraction wells 5 (Alternative 3)
2 (Alternative 4)

G oundwat er extraction rate per well 100 gpm

Aqui fer type Unconfi ned

Aqui fer thickness 150 ft

Hydraul i ¢ conductivity of the aquifer 12. 15 ft/day
Porosity of soil 0.125

Ret ardati on factor 6. 82

Tine period of capture zone sinulation 7 yrs (Alternative 3)

40 yrs (Alternative 4)

Sone of these parameters could change after the extent of groundwater contam nation in the
Castl e Hayne aquifer is determned, and the aquifer test results are obtained. The final nunber
and | ocation of extraction wells nmay be revised during the renedial design to include the

addi tional information regarding the extent of contami nation in both aquifers

7.1 Aternative 1: No Action

CERCLA requires that the "No Action" alternative be considered at every site against which the
other alternatives are evaluated. Under this alternative no action would be taken

The only reduction of contam nant levels in Site groundwater would occur through natura
processes. The time for groundwater contam nant |levels to drop bel ow NCGANXS and/or MCLs is on
the order of several thousand years. This alternative | eaves the volune of hazardous substances
unchanged, and there is potential for an increase in volunme of inpacted environmental nedia

gr oundwat er .

Because contam nated groundwater would renmain in place, untreated, at the Site, CERCLA requires
that data be collected and eval uated at | east every five years to assure that a sel ected renedy
continues to be protective of human health and the environnment. Therefore, selected Site
groundwat er nmonitoring wells would be sanpled for Volatile O ganic Conpounds (VOCs). Based upon
the findings of the review, EPA nay determi ne other studies and/or actions should be taken



This alternative has no capital costs. The present worth cost of the five years revi ew program
is $140,000. 7.2 Aternative 2. Institutional Controls

As with the No Action alternative, no active renediation woul d be conducted under this
alternative. However, institutional measures woul d be taken to prevent exposure to contani nated
groundwater. The institutional controls include well installation/well permt restrictions,
alternate water supply to affected residents, and groundwater nonitoring

Well installation/well permt restrictions involve devel opnent of restricted groundwater
nmanagenent zones downgradi ent of the ABC Site based upon groundwater nonitoring data. A "no
wel I" zone woul d be delineated within which groundwater does not neet drinking water standards
without treatnment. In the "no well" zone, well installation would be restricted by the State or
by use of the well permt system Inplenentation of "no well" zone nmay be facilitated if the
plume remains confined to a few commercial properties near the Site and Canp Lej eune.

Under this alternative, groundwater would be nonitored semannually for 5 years at the existing
ten Surficial wells and five Castle Hayne aquifer wells. By that tine, it is assunmed the plunme
wi Il have mi grated beyond the furthest downgradient nonitoring well. Six nore downgradi ent
wells will be installed after 5 years to track the mgration pattern of the plune and the
concentration of the contam nants as the plune expands. The nunber of wells may be increased
based upon the sanpling results of the existing nonitoring wells and/or newy installed
nmonitoring wells. Thereafter, the existing and new wells will be nonitored sem -annually. The
locations of the newwells will be based upon the results of sanpling the existing nonitoring
wells over the first 5 year period.

The total estinated present worth cost for this alternative is $1,283,900. The capital costs
associated with this alternative include the installation of five nmonitoring wells after 5
years. The O&M costs include long-termnonitoring activities, which have been eval uated for an
indefinite period of tine.

7.3 Aternative 3: Goundwater Recovery By Extraction Wells and Treatnent By Air Stripping

In this alternative, groundwater woul d be extracted using extraction wells |ocated along the
center line of the plume. The exact nunber and | ocation of extraction wells as well as the
necessity of a off-gas treatnment systemwoul d be determ ned during Renedial Design (RD). The
actual depth of contam nation has not been defined at this tine, but will be evaluated as

part of the Qperable Unit 2. Each extraction well would be screened throughout the antici pated
saturated zone of the wells under punping conditions. Recovered water would be treated by an
above ground treatment systemvia air stripping and if needed, the use of an off-gas treatnent
system The treated water woul d be discharged to Northeast Oreek | ocated approxi mately one-hal f
amle fromthe air stripper, through a pipeline. The point of conpliance would be the entire
contami nated plune and the groundwater woul d be extracted and treated until the renedial goals
(cleanup levels, Table 15) are achi eved

In the air stripping system the groundwater is punped fromthe well and sent to the top of an
air stripping tower. Wile the water cascades down through a | arge tube, a hi gh-powered fan
bl ows the contami nants fromthe water. The fan then sends the contam nated air out of the top
of the air stripping tower. |f needed, the volatilized contam nants are treated by an off-gas
system The air stripping systemis nost effective in renoving VCOCs.

The well installation/well permt restrictions described for Alternative 2 would be included in
this alternative as well. A groundwater nonitoring programwoul d be conducted to assess the
changes in concentrati ons of the contam nants

The present worth cost for this alternative, based on the placenment of 5 extraction wells, has
been estinated to be $2,262,900. This cost is estimated for an anticipated 7 years of cleanup

7.4 Aternative 4. Goundwater Recovery By Downgradient Interception Wlls and Treatment By
Air Stripping

In this alternative, groundwater would be extracted frominterception wells |ocated downgradi ent
of the plunme. The purpose of installing the downgradient wells is to capture the plunme at the
anti ci pat ed downgradi ent edge considering anticipated mgration of the plune between the tine of



data collection and the start-up of groundwater renediation system The point of conpliance for
this alternative would be the entire contam nated plume and the groundwater woul d be extracted
and treated until the renedial goals (cleanup | evels, Table 15) are achieved.

As stated in Alternative 3, the depth of contami nation would be further defined as part of
Qperable Unit 2 and the necessity of an off-gas treatnent systemwould be determned in the
Remedi al Desi gn phase. Each extraction well would be screened throughout the entire anticipated
saturated thickness of the wells under punping conditions. Recovered groundwater woul d be
treated by an above ground treatnent systemvia air stripping and if needed the use of an
off-gas treatnent system The treated water woul d be discharged to Northeast Creek |ocated
approxinmately one half mle fromthe air stripper, through a pipeline. The well

installation/well permt restrictions described in Alternative 2 would be included in this
alternative as well. A groundwater nonitoring programwoul d be conducted to assess the changes
in concentrations of the contam nants

The present worth cost for Alternative 4 has been estimated to be $3, 249, 600.
8.0 SUWARY OF COVPARATI VE ANALYSI S OF ALTERNATI VES

A detail ed conparative analysis using the nine evaluation criteria set forth in the NCP was
perforned on the four renedial alternatives devel oped during the FS. The advantages and

di sadvant ages were conpared to identify the alternative with the best bal ance anong these ni ne
criteria.

8.1 Threshold Criteria
8.1.1 Overall Protection of Hunman Health and the Environment

Section 8.1.1 addresses whether or not a renedy provides adequate protection and descri bes how
risks are elimnated, reduced, or controlled through treatnent, engineering controls, or
institutional controls

Al alternatives except for the "No Action" alternative, would be protective of hunman health and
the environnent. The "No Action" alternative is not protective because it would not prevent
unacceptabl e risk fromingestion or inhalation of groundwater. There is uncertainty related to
the Institutional Control alternative on howthis alternative would continue to protect hunman
health and the environnment over a long period of time. Both alternatives 3 and 4 would be
effective renoving the contam nants fromthe groundwater and thus these alternatives woul d be
protective to hunman health and the environnent.

Since the "No-Action" alternative does not elimnate, reduce, or control any of the exposure
pathways, it is therefore not protective of human health and the environnent and will not be
considered further in this analysis.

8.1.2 Conpliance with Applicable or Rel evant and Appropriate Requirenments (ARARs)

Section 8.1.2 addresses whether or not a renedy will neet all of the applicable or relevant and
appropriate requirenments of other Federal and State environnmental statutes and/or provide

grounds for a waiver. The identified ARARs for this Site are listed in Section 9.2.

Alternatives 3 and 4 would reduce the levels of contam nants in the groundwater and conply with
Federal and State ARARs.

Alternative 2 would not be in full conpliance with all Federal and State ARARs.

8.2 Primary Balancing Criteria

8.2.1 Long-Term Effectiveness and Per manence

Subsection 8.2.1 refers to expected residual risk and the ability of a renedy to naintain
reliable protection of human health and the environnent over tine, once cleanup | evel s have been

met. This criterion includes the consideration of residual risk and the adequacy and
reliability of controls.



Both alternatives 3 and 4 afford the highest degree of |ong-termeffectiveness because all of
the contam nated groundwater would be treated to | evels protective of human health and the
environnent. The renedial action objectives for preventing further contam nati on woul d be
qui ckly achi eved through inplenentation of extraction wells. These wells would provide
assurance that contai nment of the entire contam nant plune is adequate

Wth Alterative 2, renedial action objectives would not be net through natural attenuation
processes in the foreseeable future. Therefore, the nagnitude of the potential risks renaining
at the Site after many years nmay still exceed acceptable levels, and would only be mtigated by
continued diligence in tracking plune mgration and restricting water use

8.2.2 Reduction of Toxicity, Mbility, or Volunme Through Treat nent

This subsection refers to the anticipated performance of the treatnent technol ogies a renedy may
enpl oy.

Alternatives 3 and 4 woul d acconplish a reduction in toxicity, nmobility, and volume. The
alternatives would reduce the toxicity by volatilization of VOCs fromthe groundwater. Mobility
woul d be reduced once the extraction wells were installed. These extraction wells would prevent
the plunme fromspreading. The volume of the VOCs woul d be reduced as the treatnent progresses
Both alternatives 3 and 4 provide for destruction of air em ssions out of the air stripper, if
warrant ed, through properly sel ected, designed, and operated em ssion controls

Alternative 2 woul d not provide reduction in toxicity or nobility in the foreseeable future.
Overal | volurme of the contam nated groundwater may increase with the downgradi ent migration of
the pl une.

8.2.3 Short-Term Effectiveness

Short-termeffectiveness refers to the period of tine needed to conplete the renedy and any
adverse inpacts on hurman health and the environnment that may be posed during the construction
and i npl ementation of the remedy until cleanup |evels are achieved.

Alternative 3 would require approximately 7 years to renediate the groundwater to ARARs.

Alternative 4 would require approxi mately 40 years to renediate the groundwater to ARARs. This
alternative would require a long period of tine for the cleanup because the contam nants | ocated
at the up-gradient edge of the plune are required to travel the entire length of the plune to
reach one of the extraction wells.

For both of these alternatives (3 and 4), adequate protection would be provided to the workers
and to the community during the renedial actions. The alternatives protect the comunity and
wor kers by reducing the contaminants in groundwater and air (through the use of em ssion
controls on the air stripper if warranted).

In Alternative 2, a significant reduction of contam nant concentrations would not be expected
Wthout a treatnent system the plume would be allowed to migrate further and contam nate other
wat er resources. Therefore, Alternative 2 is not considered to be an effective renedi a
solution. The risk to on-site workers under this alternative is m ni num

8.2.4 Inplenmentability

Inpl emrentability is the technical and administrative feasibility of a renedy, including the
availability of naterials and services needed to inplenent the chosen sol ution

Alternative 2 is easily inplenented using existing technol ogy.
For alternatives 3 and 4, groundwater containnent/air stripping neasures are extrenely conmmon
and widely available. Monitoring groundwater and its restorati on should not pose extraordi nary

probl ens.

Alternative 4 would only require two extraction wells that could be placed on the sane property
elimnating substantial |ogistical problems with access.



Alternative 3 would require the extraction wells (and the treatnment system to be placed
off-site on multiple properties, and the installation of pipelines across railroad tracks and
maj or roads which coul d cause access probl ens.

8.2.5 Cost

The total Present Wrth Costs for the alternatives evaluated are as foll ows:

Alternative 1: $ 140,000

Alternative 2: $ 1,283,900

Alternative 3: $ 2,262,900

Alternative 4: $ 3,249,600

8.3 Mdifying Oriteria

8.3.1 State Acceptance

EPA and the North Carolina Departnment of Environnent, Health, and Natural Resources (NCDEHNR)
have cooperated throughout the RI/FS process. The State has participated in the devel opnent of
the RI/FS through comment on each of the various reports devel oped by EPA, and the Draft ROD and
t hrough frequent contact between the EPA and NCDEHNR site project nanagers. EPA and NCDEHNR are

in agreenment on the selected alternative. Please refer to the Responsiveness Summary which
contains a letter of concurrence from NCDEHNR

8.3.2 Comunity Acceptance

EPA solicited input fromthe community on the Proposed Plan for clean-up of the ABC Site.

Al t hough public coments indicated no specific opposition to the preferred alternative, sone
local residents express their concerns during the Proposed Plan public neeting. Please see the
Responsi veness Summary whi ch contains a transcript of the public neeting.

9.0 THE SELECTED REMEDY

Based upon consi deration of the CERCLA requirenents, the detailed analysis of the alternatives
using the nine criteria, and public comments, both EPA and NCDEHNR have determ ned that
Alternative 3 is the nost appropriate renedy for the ABC One-Hour O eaners Site in Jacksonville,
North Caroli na.

The sel ected renmedy shall include the following: (1) the installation of extraction wells to
contain and extract the contam nated groundwater with an above ground treatnment systemvia air
stripping; and (2) institutional controls placed on well construction and water use in the
general area of the Site.

It is estimated that the present worth cost of the selected renedy will be approxi mately
$2,262,900. This is based on 7 years of punp and treat of the groundwater. Itenized breakdowns
of capital and Operation and Mai ntenance costs for Alternative 3 are presented in Table 16 and
17.

Alternative 3 will permanently reduce the risk of exposure to contami nants in groundwater and
will also prevent further contam nation to the environnent.

9.1 Performance Standards

(1) Goundwater Recovery by Extraction Wlls and Treatnent by Air Stripping

Extraction wells and punping systenms will be installed to extract contam nated

groundwat er fromboth aquifers and restore the aquifers to within the cleanup | evels established

by this ROD. EPA will determne the final nunber and | ocation of extraction wells for the Site.
The extracted groundwater will be treated using an above ground treatnent systemvia air



stripping. The total quantity of VOCin the air em ssions are estimated to be 17.9 | bs/day at
desi gn conditions. The present state guidelines allow discharge of up to 40 | bs/day without
treatment.

Accordingly, no emssion control is required for the air stripper as per the state guidelines
(15A NCAC 2D.0518). In the event the air exhaust will not neet the state guidelines of 40

| bs/day, then the air will be treated through G anular Activated Carbon (GAC), thernal
treatnent, or photolytic oxidation before it is released into the atnosphere.

The treated water will be punped to a discharge location. D scharge will be directly into

Nort heast Creek via a National Pollutant Discharge Elimnation System (NPDES) permt. |If in the
future, the Gty of Jacksonville increases their capacity then the alternative to discharge to
the local publicly owned wastewater treatnent works (POTW will be eval uated.

The groundwater extraction systemw Il continue to operate until cleanup levels for the
contam nants of concern are reached throughout the contam nant plune.

The Surficial and Castle Hayne aquifers will be treated until the cleanup levels for the
contami nants as listed in Table 15 are attai ned.

Additional nonitoring wells will be installed as part of the Operable Unit #2 investigation, to
better define the vertical extent of groundwater contam nation. The sanpling frequency, nunber,
and | ocation of the extraction wells, and the | ocation of additional nonitoring wells needed

wi Il be designated during the Renedi al Design (RD).

The goal of this renmedial action is to restore the Surficial and Castle Hayne groundwater to its
beneficial use, which is, for drinking water. Based on information obtained during the Rl and on
a careful analysis of all remedial alternatives, EPA and NCDEHNR believe that the sel ected

remedy will achieve this goal. It nay becone apparent, during inplenentation or operation of
the groundwater extraction systens, that contam nant |evels have ceased to decline and are
remai ni ng constant at |evels higher than the remediation levels. 1In such a case, the system

perfornmance standards and/or renmedy will be reeval uated.

The sel ected remedy will include groundwater extraction for an estimated period of 7 years,
during which the systems performance will be carefully nonitored on a regul ar basis and

adj usted as warranted by the perfornmance data collected during operation. Adjustnents to the
operating system nay i ncl ude:

a) discontinuing operation of extraction wells in areas where cleanup | evel s have been
att ai ned;

b) alternating punping at wells to elimnate stagnation points; and

c) pulse punping to allow aquifer equilibration and encourage adsorbed contam nants to
partition into groundwater.

To ensure that cleanup levels continue to be nmaintained, the aquifer will be nonitored at those
wel I s where punpi ng has ceased on an occurrence of at |east every 5 years follow ng
di scontinuati on of groundwater extraction.

Al extracted groundwater shall be treated to levels which allow for discharge to surface water:
Nort heast Creek. Al groundwater discharge actions shall conply with Federal and State
di scharge requirenents.

As stated previously all air emssions fromthe air stripper shall be in conpliance wth Federal
and State Clean Air Act (CAA) standards. Of-gas em ssions, if determ ned necessary during RD,
will be controlled by Granul ar Activated Carbon (GAC), thermal treatnent, or photolytic

oxi dat i on.

(2) Institutional Controls Placed on Wll Construction and Water Use in the General Area of the
Site

As necessary, institutional controls will be placed on well construction in the general area of



the Site. No well will be located, constructed, or operated which results in the dimnution of
the extraction wells at the ABC One-Hour O eaners Site or in the degradation of the Surficial or
Castl e Hayne aquifers. Institutional controls would also restrict the use of groundwater
containing, or potentially containing, |levels or contamnation in excess of MCLs and NCOAX.
Institutional controls nmay include deed restrictions, record notice, or sone other appropriate
nmeasures. The controls shall remain in effect until EPA determines through nonitoring that

the cl eanup | evel s have been attai ned.

9.2 Site specific ARARs
Chemi cal - Speci fi c ARARs:

Clean Water Act (CWA) Water Quality Criteria (CWA Part 303; 40 CFR Part 131) establishes water
quality criteria based on the protection of human health and aquatic life.

Safe Drinking Water Act (SDWA) National Prinmary Drinking Water Standards (40 CFR Part 141)
establ i shes heal t h-based enforceabl e standards (naxi mum contaminant |levels (MCLs)) for public
wat er system

SDWA National Secondary Drinking Water Standards (40 CFR Part 143)establishes aesthetic-based,
non- enf or ceabl e gui del i nes (secondary naxi mum contam nant |evels (SMCLs)) for public water
syst ens.

SDWA Maxi mum Cont am nant Levels Goal (MCLG (40 CFR Part 141) establishes non-enforceabl e
drinking water quality goals (MCLGs) set at levels of no known or anticipated adverse health
effects. The MCLGs are based on an adequate nmargin of safety without consideration of avail able
treat nent technol ogy or cost.

NC Drinking Water and G oundwat er Standards; G oundwater d assifications and Standards (NCAC
Title 15 Chapter 2, Subchapters 2L.0200 and 0.0201) establishes groundwater and drinki ng water
st andar ds based on usage.

NC Surface Water Quality Standards (NCSWX) O assification and Water Quality Standards (NCAC
Title 15A Chapter 2, Subchapters 2L.0100 and 2L. 0200) establishes a series of classifications
and water quality standards for surface waters.

NCSWS Technol ogy-Based Effluent Limtations (NCAC Title 15A Chapter 2, Subchapter 2B. 0400)
establ i shes guidelines for effluent Iimtations based on the Best Avail able Technol ogy (BAT)

econoni cal | y achi evabl e.

NC Air Pollution Control Regul ations (NCAPCR) (NCAC Title 15A Chapter 2, Subchapter 2D.0518)
permt requirenents for VOC enissions fromair strippers.

Locati on- Speci fi ¢ ARARs:

There are no | ocation-specific ARARs.

Acti on- Speci fi ¢ ARARS:

CWA National Pollutant Discharge Elimnati on System (NPDES) Requirenents (CWA Part 402; 40 CFR
Part 125) requires a permt for effluent discharge for any point source into surface waters of
the United States.

CWA National Pretreatnent Standard for Indirect Discharge to a POTW (CWA Part 307(b); 40 CFR
Part 403) establishes standards to control pollutants which pass through or interfere with

treatnent processes in public treatment works which nay contani nate sewage sl udge.

CWA Technol ogy-Based Effluent Limtations (CW Part 301(b)) establishes guidelines to determ ne
effluent standards based on the BAT economi cal ly achievabl e.

NC Water and Air Resources Act (General Statutes Chapter 143, Article 21B) achieves and
maintains a total environnent with superior quality (state equival ent of Federal CM and CAA).



NC Drinking Water Act (NCDWA); Regul ations on Drinking Water (CGeneral statutes Chapter 130A,
Article 10) establishes criteria for protection of state public water supplies.

NC Water Pollution Control Regulations (NCWPCR) (NCAC Title 15 Chapter 2, Subchapter 2H)
requires permt for discharge of effluent frompoint sources into surface waters. State-I|evel
versi on of Federal NPDES program

NCWPCR Wast ewat er Treatnent Requirenents (NCAC Title 15 Chapter 2, Subchapter 2H 0100)
establ i shes basic wastewater treatnent requirenents for effluent discharge.

NC Wl | s Construction Standards (NCAC Title 15A Chapter 2, Subchapter 2C) establishes classes of
well's and set forth requirenents and procedures for permtting, construction, operation, etc.

NC Air Pollution Control Regul ations (NCAPCR) (NCAC Title 15A Chapter 143, Subchapter 2D.0518)
permt requirenents for VOC enissions fromair strippers.

10.0 STATUTCORY DETERM NATI ONS

Under CERCLA Section 121, EPA nust select renedies that are protective to hunan health and the
environnent, conply with applicable or relevant and appropriate requirenents (unless a statutory
wai ver is justified), are cost effective, and utilize pernmanent solutions and alternative
treatnment technol ogi es or resource recovery technol ogies to the maxi mumextent practicable. 1In
addi tion, CERCLA includes a preference for renedies that enploy treatnment that pernanently and
significantly reduce the volunme, toxicity, or nobility of hazardous waste as their principal
element. The follow ng sections discuss how this renedy neets these statutory requirenents.

10.1 Protection of Human Health and the Environnent

The sel ected renedy protects human health and the environnment through groundwater extraction and
treatnent via air stripping and institutional controls placed on well construction and water use
in the general area of the Site. Air stripping will irreversibly renove organi ¢ conpounds from
groundwater. Air emssions will be controlled, if needed, through properly sel ected, designed,
and operated enission controls.

No short-termthreats are associated with the selected renedy that cannot be readily controll ed.
In addition, no adverse cross-nedia i npacts are expected fromthe renedy.

10.2 Conpliance with Applicable or Relevant and Appropriate Requirenents

The selected renedy will be in full conpliance with all applicable or relevant and appropriate
chem cal -, action-, and |ocation- specific requirenments (ARARs). A conplete discussion of these
ARARs which are to be attained is outlined in Section 9. 2.

10.3 Cost Effectiveness

The sel ected remedy, Alternative 3, was chosen because it provides the best bal ance anong
criteria used to evaluate the alternatives considered in the Detailed Analysis. The alternative
was found to achi eve both adequate protection of human health and the environnent and to neet
the statutory requirenents of Section 121 of CERCLA. The selected renedy was found to be
cost-effective when conpared to other acceptable alternatives. The present worth cost of
Alternative 3 has been estimated to be $ 2,262, 900.

10.4 UWilization of Permanent Solutions and Alternative Treatnment Technol ogi es or Resource
Recovery Technol ogi es to the Maxi mum Extent Practicabl e

EPA and NCDEHNR have determined that the selected renedy represents the nmaxi numextent to which
permanent sol utions and treatnent technol ogies can be utilized in a cost-effective nanner. O
those alternatives that are protective of human health and the environnent and conply with
ARARs, EPA and NCDEHNR have determ ned that the sel ected renedy provides the best bal ance of
trade-offs in terns of long-termeffectiveness and permanence, reduction of toxicity, mobility,
or volune achi eved through treatment, short -termeffectiveness, inplenentability and cost,

whil e al so considering the statutory preference for treatnent as a principal elenent and
considering State and comunity acceptance.



The sel ected renmedy treats the principal threats posed by groundwater, achieving significant
contami nants reductions. This renedy al so provides the nost effective treatnment of any of the
al ternatives consi dered.

10.5 Preference for Treatnent as a Principal El enent

By treating the contam nated groundwater by air stripping (and carbon adsorption if it is
necessary), the selected renedy addresses the principal threats posed by the Site through the
use of treatment technologies. By utilizing treatment as a significant portion of the renedy,
the statutory preference for renedies that enploy treatment as a principal elenment is satisfied.



APPENDI X B
STATE CONCURRENCE

State of North Carolina

Department of Environnment, Health, and Natural Resources
Di vision of Solid Waste Managenent

P. O Box 27687 Ral eigh, North Carolina 27611- 7687

James G Martin, Governor
WIlliamW Cobey, Jr., Secretary

WIlliamL. Meyer
Director

Decenber 14, 1992

M. Luis Flores

Renmedi al Project Manager

North Superfund Renedi al Branch
345 Courtland Street, NE
Atlanta, Ceorgia 30365

RE: Comments on Draft Record of Decision (ROD)
Qperable Unit #1, G oundwater

ABC One Hour Cleaners Site

Jacksonville, Onslow County, NC

NCD 024 644 494

Dear M. Flores:

The Draft Record of Decision (ROD) for the ABC One-Hour Cleaners Site, Operable Unit #1:

G oundwater, |ocated in Jacksonville, North Carolina has been received and reviewed by the North
Carolina Superfund Section. This docunent has al so been forwarded to the NC DEM for concurrent
review. Their comrents will be forwarded when available. The follow ng comments are offered by
the North Carolina Superfund Section.

1. Declaration For The Record of Decision - Near bottomof page, "Elimnation" was |eft out of
NPDES to the Northeast O eek.

2. Figures 7 and 8 should be switched. See references to these figures at the top of pages 6
and 16.

3. Page 22, 2nd paragraph. ..."degradated" is not a word.

4. Page 22, 5th paragraph. Figure 2-3 is not located in the table of contents or in the body
of this report.

5. Table 5 (Health Criteria, Contam nants of Concern in Goundwater) is not |egible, especially
f oot not es.

6. An inportant aspect of groundwater extraction, which has not been considered, is possible
damage to structures and pavenents caused by foundation settlenent resulting fromthe
|l owering of the water table within the vicinity of the proposed extraction wells.
Docunent ati on and nonitoring of structural and pavenment integrity should be perforned before
initiation of groundwater extraction systems and throughout the renedi al process.

7. Page 28, section 6.4.2: The term"95% upper hazard quotient"” is unclear. Do you nean a
hazard quotient cal cul ated using the upper 95% confidence Iimt concentrations?

8. Page 34, second paragraph: It is unclear to the reader what infornation is presented in the
| ast sentence.



The North Carolina Superfund Section concurs with the concepts presented in the Draft Record of
Deci sion (ROD) and the Sel ected Renedy (Alternative 3), prepared by the US EPA Region 1V, for
the ABC One-Hour Cleaners site, Operable Unit #1: Goundwater. |f applicable or relevant and
appropriate requirenments becone evident at any tinme in the future, which significantly affect
the concl usions or renedy selection contained in the Draft ROD, the State nmay nodify or withdraw
this concurrence with witten notice to EPA Region IV. The State al so reserves the right to
revi ew, comment, and nake independent assessnents of all future work relating to this site.

If you have any questions or comments, please do not hesitate to contact Randy MEl veen or ne at
(919) 733-2801

Si ncerely,
Jack Butler, PE

Envi ronnent al Engi neering Supervi sor
Super fund Section



UNI TED STATES ENVI RONVENTAL PROTECTI ON AGENCY
REG ON |V

345 COURTLAND STREET NE
ATLANTA, GEORG A 30365

January 14, 1993

Jack Butler

Departnent of Environment, Health and Natural Resources
Super fund Section

401 Qverlin Road

Suite 150

Ral ei gh, North Carolina 27605

RE: North Carolina' s Concurrence
Record of Decision (ROD)

Qperable Unit #1: G oundwater
ABC One-Hour Cleaners Site
Jacksonville, North Carolina

Dear M. Butler:

EPA- Region |1V appreciates the State's concurrence on the Record of Decision (ROD) for the ABC
One-Hour Cleaners Site in Jacksonville North Carolina. EPA would like to respond to the coments
submitted by North Carolina Department of Environnent, Health, and Natural Resources (NCDEHNR) -
Superfund Section in your Decenber 14, 1992 correspondence. This response, along with your
Decenber 14, 1992 letter, will be included as an Appendix to the ROD. These letters should
stand as official docunentation that EPA-Region |V and NCDEHNR Superfund Section have agreed in
the preferred alternative at this point in tine.

Comrent nunber six, which nade reference to the possible damage to structures and pavenents
caused by foundation settlement resulting fromthe lowering of the water table within the
vicinity of the proposed extraction wells will be considered during the renedial design. The
rest of the comments are reflected in the final docunent.

Pl ease contact nme at (404) 347-7791 if you have any questi ons.

Si ncerely,

Luis E. Flores

Renmedi al Proj ect Manager

North Superfund Renedi al Branch

cc: Randy MEl veen, NCDEHNR



